SET RINGS IN FULLY
MORTARED 3/8° BED.
PLASTER EXTERIOR
WITH 1/2° MORTAR.
DO _NOT

SHIM CASTING TO PLASTER INTERIOR

MATCH GRADE 1/2° MIN.

MORTAR THICKNESS CASTINGS A & B -
' STD. PLATES 22010 & 2202C ECCENTRIC CONE:
PRECAST ADJUSTING o
RINGS (MN/DOT STD.
PLATE 4010)
MIN.~1, MAX-2 12" WIDE POLYPROPYLENE
(ASTM 2146) ENCASED
27 MANHOLE STEPS
— CONFORMING TO ASTM I
T C~478. (M.A. INDUSTRIES
PS—i~PF OR EQUAL
6" oc. |/ ) o
MORTAR FlLLET—-| -Ln‘ 40"
ECAST SLAB . 72" 10 48" ECCENTRIC—™
PREC REDU
DESIGN FOR v 40" DIA. RISER CER
EARTH LOAD SECTION(S) AS REQ:
PLUS HS~25 LOA A o
ma
ey

PRECAST 72" LD. :
A SECTION
i
\ ="
\/ 12° L“N. SEE NOTE 6 -1

\f e u?&kazsg-sﬁgﬂsj/ ’
TYPE il TYPE [li=S

PIPE SHALL REST ON ——— st Rommre—ees

UNDISTURBED EARTH
AND SHALL NOT BEAR
DIRECTLY ON SLAB

NOTES:

1. FOR CONSTRUCTION OF STORM SEWERS 36" LD. OR LESS AT DIRECTION CHANGES OR OFFSET WHERE
DEPTH TO INVERT EXCEEDS 9'

2 PRECAST RISER SECTIONS TO MEET ASTM C--487

3. JOINTS BETWEEN PRECAST SECTIONS SHALL USE O-RING RUBBER GASKET CONFORMING TO
ASTM C~443 EXCEPT AS NOTED.

4, POURED CONCRETE INVERT SHALL BE CONCRETE MIX 3ya3

5. FiLi. SPACE BETWEEN PRECAST KNOCK—-QUT AND PIPE WALL WITH MORTAR AND CONCRETE MASONRY.

6. THIS PORTION OF MANHOLE MAY BE CONSTRUCTED OF 8" SOLID CONCRETE MANHOLE BLOCK (SEE SPECIFICATIONS).

ALL JOINTS SHALL BE COMPLETELY FILLED WITH MORTAR 3/8" THICK.
7. SAW CUT PIPES FLUSH WITH INSIDE WALL OF MANHOLE.
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